
 1 

��������	
���	��������	������������	
 
� � 	 � � � 	 � � � � 	 � � 	 � � � � � � � � � � 	 � � � � � � � � � � � 	 � � � � � � 	

� � � � 	 � � � 	 � � � � 	 � � � � � � � � � � � � � � 	 � � � � � � � �  � 	
 
Tools needed:  #2 Phillips Screwdriver, Heavy duty Scissors or Utility 
Knife. 
 

 
Cut straps off with heavy duty scissors or utility 
knife. 
 
 
 
 
Remove top from box 
 
 
 
 
 
 
Remove the box shell by stepping on the lower 
lip and pushing the top of the box away from you.  
(Repeat this process for all corners) 
 
 
 
Tilt the box to the rear end of the moped and 
remove 
 
 
 
Cut ties holding the bag with scissors or utility 
knife 
 
 
 
 
Lift the front and rear end of the moped out of the 
bottom of the box. 
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Remove front air scoop 
 
 
 
 
 
 
 
 
 
 
Using #2 Phillips Head Screwdriver, 
remove the 4 screws holding in the dash 
assembly. 
 
 
 
 
 
 
Locate the battery cradle under the dash 
assembly 
 
 
 
 
 
 
The battery is located inside the storage 
compartment under the seat 
 
 
 
 
Open the battery box and remove the 
contents. 
 
 
 
The box should contain 1 Sulfuric Acid 
container, 1 Six Hole Funnel, 1 battery hole 
plug strip. 
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Remove the tape covering the battery 
holes. 
 

 
 

 
Remove Six Hole Funnel from plastic 
wrap and place into holes on top of the 
battery 
 
 
 
 
 
 

 
 
 
 
Attach Sulfuric Acid container to the 
tubes in the Six Hole Funnel 
 
 
 
 
 

 
 
 
Let Sulfuric Acid drain completely into 
battery 
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Remove Six Hole Funnel and cap 
battery holes with the battery hole plug 
strip. 
 
 
 
 
 
 

 
 
 
Insert battery nut and bolt into battery 
terminal 
 
 
 
 
 
 

 
 
 
Place battery into battery holder 
 
 
 
 
 
 
 
 
 
 
Connect the MAIN RED WIRE and 
RED WIRE with FUSE to the RED 
TERMINAL on the battery. 
 
Connect the MAIN GREEN WIRE to 
the BLACK TERMINAL on the battery 
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Attach the handlebar end to the handle 
bar and screw on using #2 Phillips 
Head Screwdriver. 
 
 

 
 
 

 
 
 
The left and right wing mirrors 
 
 
 
 
 
 

 
 
 
 
 
 
 
The front Visor 
 
 
 
 
 
 
 
Insert the small screw clips onto the 
screw hole tabs 
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Reassembled dash 
 
 
 
 
 
 
 
 
 
Attach the rubber weather shielding to 
the bottom of the wing mirror assembly 
 
 
 
 
 
 
 
Run the wires from the bottom of the 
Wing Mirror Assembly through the hole  
 
 
 
 
 
 
Attach to the same color wires under 
the dash and screw to body 
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Repeat the steps used for mounting 
right wing mirror to mount left wing 
mirror.  If there are any wires hanging 
down after connected, use the zip ties 
to bundle them up. 
 
 
 
 
 
 
Connect front light assembly to wires 
with the same color.  Screw down front 
light assembly. 
 
 
 
 

 
 
 
 
Put small screw clips on to screw tabs 
on Visor. 
 
 
 
 
 
 
 
Insert screw tabs on Visor into slots on 
front light assembly and dash 
assembly 
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Screw down Visor to front light 
assembly and to dash assembly 
 
 
 
 

 
 
 
Attach front intake scoop by lining up 
tabs with slots on front light assembly 
and dash assembly.  Attach front 
intake scoop by pushing firmly into 
slots. 
 
 
 
 
Attach large screw clip to the lower 
front screw tabs above the front wheel 
(under the headlight) 
 
 
 
 
 
 
 
Attach remaining screws to the front of 
the intake scoop 
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Locate the VIN number in the storage 
compartment under the seat 
 
 
 

 
 
 
 
 
Place the plastic cover over the VIN 
 
 
 
 


